HP Flat spray

The HP is a high pressure, high impact nozzle
that produces either a flat or solid stream. It is
a one-piece construction and has a protected

recessed orifice.

It is used in high pressure cleaning machines

and for industrial washing.

Construction 1/8 HP 0°

Constructed from brass or SS303. 1/4 HP 0°

Spray angles

0°,15°, 25°, 40°, 50°, 65°

. B .
Model HP HP orifice Flow rate @ bar
0° 15°-25° Zmm
40°-50°-65°
1/8 1/4 1/8 1/4 20 40 60 80 100 120 150 200 250

0.15 . . 0.8 15 |21 | 26 |30 | 34 |37 | 41 | 46 | 53
0.2 . . . . 0.90 20 |29 |35 |40 | 45 | 50 | 55 | 6.4 | 7.1
0.25 . . . . 1.00 26 |36 | 44 |51 | 57 |63 |70 | 81 | 9.0
0.3 . . . . 1.10 31 |43 |53 |61 | 69 | 75 | 84 | 9.7 | 10.8
0.35 . . . . 115 36 |51 |63 |73| 81 |89 100|115 128
0.40 . . . . 1.20 41 |58 | 74 (82| 91 |100 | 112|129 | 144
0.45 . ° ° ) 1.30 4.6 6.5 79 9.2 10.2 11.2 | 126 | 145 | 16.2
0.50 . ° ° ) 1.35 5.1 7.2 8.8 [10.2 11.4 124 | 139 | 161 18.0
0.55 . . . . 1.40 56 |79 | 97 |11.2| 125 |13.7 | 153 | 17.7 | 198
0.60 . . . . 1.50 61 | 86 |10.6 122 | 136 | 150 | 167 | 19.3 | 216
0.65 . ° ° ) 1.55 6.6 94 | 115 | 13.3 14.8 16.3 | 18.2 | 21.0 | 23.5
0.70 . ° ° ) 1.60 7.3 10.3 | 12.6 | 14.5 16.3 17.8 | 20.0 | 23.0 | 25.7
0.75 . . . . 1.65 7.6 [10.7 [ 131 |152| 17.0 | 18.6 | 20.8 | 24.0 | 26.8
0.80 . ° ° ) 1.70 8.2 11.6 | 14.2 | 16.4 18.4 20.1 | 22.5 | 26.0 | 29.0
0.85 . ° ° ) 1.75 8.5 121 | 14.8 | 171 19.0 21.0 | 23.4 | 27.0 30.2
0.90 . ° ° ) 1.80 9.2 13.0 | 159 | 18.3 | 20.5 225 | 251 | 29.0 324
10 . . . . 1.90 101 143|175 [20.2 | 226 | 24.8 | 27.7 | 32.0 | 3538
13 . . 2.20 13.0 (183 | 225 (259 | 29.0 | 31.8 | 355 | 41.0 | 4538
15 . . 2.40 15.2 | 21.5| 26.3 ({304 | 34.0 37.2 | 41.6 | 48.0 | 53.7
20 ° ) 2.70 201 | 28.4| 34.6 |40.2 | 449 49.2 | 55.0 | 63.5 | 71.0
25 ° ) 3.00 25.3 | 35.7 | 43.8 | 50.6 | 56.6 62.0 | 69.3 | 80.0 | 89.4
30 . 3.30 30.2 |42.7 | 52.3 ({604 | 67.5 74.0 | 82.7 | 95.5 | 106.8
40 . 3.80 40.2 | 56.8 | 69.6 | 80.3 | 89.8 98.4 | 110 127 142
50 . 4.20 50 70 87 100 112 122 137 158 177
60 . 4.70 61 86 105 | 121 136 149 166 192 215

*Material upon request



