Minimum

spray angle at following

Connecting Model orifice Flow rate ( £/min) at following pressure (MPa)
threads number diameter pressiira (MPa)

(mm) 0.05 0.1 0.2 0.3 0.5 0.7 1.0 0.1 0.3 0.5 0.7
0365 1.0 1.38 1.87 25 3.0 3.7 43 5.0 58° 65° 58° 45°
0390 1.0 1.38 1.87 2.5 3.0 3.7 43 5.0 82° 90° 74° 56°
0465 1.2 1.85 2.5 34 4.0 5.0 5.8 6.7 58° 65° 58° 45°
0490 1.2 1.85 2.5 3.4 4.0 5.0 5.8 B.Y 82° 90° 74° 56°
04120W 1.2 1.85 2.5 3.4 4.0 5.0 5.8 6.7 115° 120° 105° 90°
% 0665 14 2.8 3.7 5.0 6.0 5 8.6 10.1 58° 65" 58° 45°
0690 1.4 2.8 3.7 5.0 6.0 75 8.6 10.1 82° 90° 76° 60°
06120W 1.4 2.8 37 5.0 6.0 75 86 | 104 | 15" | 1200 | 105" ¢ @O
0865 1.6 3.7 5.0 6.7 8.0 10.0 1.5 134 58° 65° 58° 45°
0890 1.6 3.7 5.0 6.7 8.0 10.0 11.5 134 82° 90° 76° 60°

08120W 1.6 3.7 5.0 6.7 8.0 10.0 1.5 13.4




